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FIRST BILLET FROM THE NEW LAMINATED VENEER LUMBER FACTORY

Factory completed in record time. Multiple applications.

STEICO LVL Laminated Veneer Lumber 
is made of multiple layers of approxi-
mately 3mm thick, glued together soft-
wood veneers. 

The natural defects of softwood are 
limited to each single veneer by the 
peeling process and distributed evenly 
throughout the STEICO LVL during its 
manufacture. This results in a much 
more homogeneous product with 
higher strength.

In addition STEICO LVL is delivered at a 
moisture content of approx. 9% which 
ensures that twisting or cracking is vir-
tually eliminated.

STEICO LVL Laminated Veneer Lumber belongs to one of the most resilient cate-
gories of timber building material available. Whether for modern timber construc-
tion or industrial applications STEICO LVL excels due to its strength, durability 
and dimensional stability.

STEICO LVL is available today at widths up to 1.25m, and due to the new plant we 
can now offer widths up to 2.50m, thicknesses from 21 – 90mm and lengths up to 
18m. The finishes available range from simple blanks to high precision profiling 
and sanding through to light coloured glues and sorted veneers for visual appli-
cations.

STEICO LVL 
Lamnated Veneer  
Lumber

AppLICATION AREAS

High load bearing Joists, Beams and 
Columns

portal frame construction 

Multi story apartment blocks

 
High dimensional stability. Ideal for 
areas of high precision, ie door industry

For innovative drywall construction 

Sorted face veneers for architectural 
finished surfaces
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For more information please visit our website at www.steico.co.uk
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Excellent dimensional stability

Whereas solid timber can warp and 
twist STEICO LVL X is particularly sta-
ble due to crossways laid veneers.


