
ejotherm HFS screw fastener

•	ETICS screw with smaller head diameter (plate diameter 30 mm)
•	No insulating plug required
•	In accordance with ABG Z-33.47-1581 and ETA-20/0268
•	No cracking in the edge area of the plug
•	Commercially available Torx T40 screwdriver bit
•	Clean material displacement due to milling ribs

Application area

•	ETICS screw fasteners for timber construction

Technical data

Colour Head white

Manufactured according to german ABG Z-33.47-1581 und ETA-20/0268

Plate diameter 30 mm

Screw drive TX40

Screw diameter 6 mm

Point-related heat transfer coefficient λ 0.002 flush surface installation W/K

Material screw Galvanised steel screw

Material sleeve/head Plastic

Forms of delivery

Type Dimensions [mm] For insulation thickness [mm] Number/pack. [pcs.]

HFS 80 80*6*30 40 200

HFS 100 100*6*30 60 200

HFS 120 120*6*30 80 200

HFS 140 140*6*30 100 200

HFS 160 160*6*30 120 200

HFS 180 180*6*30 140 200

HFS 200 200*6*30 160 200

HFS 220 220*6*30 180 200

HFS 240 240*6*30 200 200
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ejotherm HFS screw fastener

Notes

Storage

•	Dry, protect from UV radiation and moisture

Disposal

•	dispose of with normal construction waste, observe applicable legal 
guidelines

Screwdriver bit

•	Simple to fit with a cordless screwdriver and Torx T40 bit

Installation

•	For internal or external use
•	Press the wood fibre insulation board onto the stud frame / solid wood, then insert the screw fastener 
•	The plastic head of the plug must be flush with the surface of the insulation material after screwing in
•	Anchoring depth in the load-bearing wooden substrate according to german approval AbZ Z-9.1-822 min. 35 and max. 60 mm
•	Anchors that are screwed in too deeply must be filled flush with the surface before applying plaster or render

•	Please observe the processing instructions under the following link: https://www.steico.com/int/technical/installation

Certificates and quality management

  Caption

other abbreviations

pal. Pallet

T&G Tongue and Groove

pac. Packaging

approx. Approximately

pcs. pieces
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ejotherm HFS screw fastener
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Liability disclaimer

The contents of this document have been compiled with the utmost care. However, applicable standards and regulations can change. STEICO 
accepts no liability for the accuracy, completeness and current applicability of the standards and regulations presented. Always check complian-
ce with standards and regulations and the suitability of our products for the specific intended use, and make any necessary adjustments during 
installation. 

STEICO accepts no responsibility for the completeness, accuracy or quality of information provided by third parties.

Regional document validity: EU*

*Additional Validity Information

The contents of this document have been prepared in consideration of European product standards and provide a general overview of compo-
nent structures, construction methods, and installation. Local applicable regulations have not been considered.

The most recent version of this document applies. This version can be found at:

www.steico.com/tds_ejotherm_hfsschraubbefestiger_eur_en
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