
STEICO Hardboard strips

Hardboard as additional fixing when using air-injected insulation

•	Fixing reinforcement for vapour control membranes - prevents the membrane from coming 
loose during the air-injection process

•	Reinforced fastening of vapour control membranes when renovating pitched warm roofs 
from outside - enables precise fitting around the rafters

•	Strip can be shortened by hand
•	Mounting with staples is possible
•	Thin, yet highly resistant to bending or breaking
•	Wood from responsible forestry - PEFC certified

Application area

•	Securing the vapour control membrane when using air-injected 
insulation material

•	Securing the vapour control membrane when renovating from the 
outside

Technical data

Permanent temperature range ≤ 100 °C

Forms of delivery

Delivery in handy packages

Thickness [mm] Edge profile Length [mm] Width [mm] Number/pal. [pcs.] Number/pack. [pcs.]

2.8 SE 1200 50 2800 25

Weight and packing

Delivery in handy packages

Thickness [mm] Edge profile Length [mm] Width [mm] Weight/pack. [kg]
Packaging/pack. 
Paper/cardboard 

(approx.) [kg]

2.8 SE 1200 50 5.00 0.50
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STEICO Hardboard strips

Notes

Storage

•	Protect from damage
•	Store in a dry place
•	Only remove packaging when the ambient climate is dry

Ingredients

•	Wood fibre

Disposal

Waste cuttings:
•	Waste code according to 2014/955/EU: 03 01 05

Dismantling:
•	Waste code according to 2014/955/EU: 17 02 01

Cutting

•	Can be processed with wood-cutting tools
•	Strip can be shortened by hand
•	Can be installed with a stapler

Occupational health and safety

•	Suitable protective measures must be taken when cutting the wood 
fibre strips.

Building moisture

•	Dry air must be ensured inside the building during the construction 
phase.

•	Additional measures, such as the installation of drying equipment 
during the construction phase are recommended

Installation

Roof renovation from the inside:

•	Attach Hardboard strips along the underside of the rafters to reinforce the vapour control membrane for air-injected insulation.  Screw down or 
staple

Roof renovation from the outside:

•	Attach hardboard strips to secure the vapour control membrane to the rafter sides

Certificates and quality management
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  Caption

other abbreviations

pal. Pallet

T&G Tongue and Groove

pac. Packaging

approx. Approximately

EUR Europe

Compliance

Responsible for content

STEICO SE

Otto-Lilienthal-Ring 30

85622 Feldkirchen

Germany

Web: www.steico.com

Mail: info@steico.com

Version: 3

Date:  2026-07-03

Liability disclaimer

The contents of this document have been compiled with the utmost care. However, applicable standards and regulations can change. STEICO 
accepts no liability for the accuracy, completeness and current applicability of the standards and regulations presented. Always check complian-
ce with standards and regulations and the suitability of our products for the specific intended use, and make any necessary adjustments during 
installation. 

STEICO accepts no responsibility for the completeness, accuracy or quality of information provided by third parties.

Regional document validity: EU*

*Additional Validity Information

The contents of this document have been prepared in consideration of European product standards and provide a general overview of compo-
nent structures, construction methods, and installation. Local applicable regulations have not been considered.

The most recent version of this document applies. This version can be found at:

www.steico.com/tds_steicohardboardstrips_eur_en
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