
STEICOinterior color SI
Silicate interior paint

•	Silicate paint with mineral character for matt coatings on wall and ceiling surfaces – tested 
for harmful substances by TÜV Süd 

•	Silicate paint with mineral character – tested for harmful substances by TÜV Süd
•	Good coverage
•	All-rounder for wall and ceiling surfaces on mineral substrates
•	preservative-free
•	STEICOinterior Color SI interior paint is one of the ‘pollutant-tested building materials’ 

certified by TÜV SÜD
•	Ideal in combination with STEICOinterior Render L

Application area

•	Diffusion-open wall paint for interior use
•	Dispersion silicate interior paint
•	As a system paint for STEICOinterior Render L
•	On wall and ceiling surfaces
•	For the renovation of old coatings

Technical data

Water vapour diffusion resistance factor µ 17

Density 1,5 - 1,6  g/cm³

Diffusion-equivalent air layer thickness <0,01 m

Yield 7 m²/l L/t

Grain size S1 fine µm

Gloss dull matt

Weight, packing and consumption

Colour shade Number/pal. [pcs.] Content/pc [L] Weight./pal. (approx.) [kg] Consumption/m² [L]

toned C1 / C2 32 12.5 400
approx. 0.12 - 0,14 per 

coat

white 32 12.5 400
approx. 0,12 - 0,14 per 

coating
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STEICOinterior color SI
Silicate interior paint

Notes

Storage

•	Store tightly closed and frost-free. 
•	Protect from heat and direct sunlight.
•	Quality is guaranteed in the original container until the date indica-

ted by the printed batch number. 
•	Explanation of the batch number: Number 1 = end number of the 

year, number 2 + 3 = calendar week Example: 5450013223 ; Sto-
rage period until the end of week 45 in 2025.

Ingredients

•	Polymer dispersion
•	Inorganic binder
•	Titanium dioxide
•	Mineral fillers
•	Silicate fillers
•	Water
•	Water repellent
•	Thickener
•	Defoamer
•	Wetting agent
•	GISCODE BSW10

Disposal

•	Waste product must be disposed of in accordance with local regula-
tions

•	The dirty water from cleaning the tools must be disposed of properly

Processing
 
•	Brushing, rolling, airless spraying
•	Clean tools with water at regular periods during application and 

immediately after use

Occupational health and safety
 
•	This product is a hazardous substance, observe safety data sheet 
•	Observe hazardous substance labeling. 
•	Wear gloves when painting
•	When working with airless spraying, wear an appropriate protective 

mask and safety goggles. 
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Installation

Substrate

•	The substrate must be solid, even, dry, clean and load-bearing and free of sintered layers, efflorescence and separating agents
•	Damp or incompletely set substrates can lead to damage such as blistering and cracks in subsequent coatings.
•	Check existing coatings for load-bearing capacity and remove non-load-bearing coatings if necessary
•	Algae and fungal infestation must be removed before reworking
•	Wood fiber insulation boards are not suitable for direct coating

Application temperature

•	Lowest and highest substrate and air temperature: +5°C / +30°C
•	The substrate temperature must be above the dew point temperature. The recommended difference is +3°C

General processing

•	Intermediate coat and top coat: can be diluted with water up to max. 5%.
•	When preparing the material, adjust to application consistency with as little water as possible. 
•	Stir the material well before application. 
•	For machine application, the amount of water added must be adjusted to the respective machine/pump. 
•	Intense shades generally require less water to optimise the consistency of the material.
•	If the material is diluted too much, processing and properties (e.g. hiding power, colour tone) will deteriorate

Use on STEICOinterior Render L

•	The render must be completely dry
•	Apply evenly with short-pile rollers and rollers
•	The continuous surface must be worked wet on wet to avoid build-up
•	After sufficient drying, apply the next coat to achieve high coverage
•	Depending on the color selection and type / structure of the finishing render, further coats may be necessary.

Consumption

•	Two coats are necessary.
•	Consumption per coat 0.12 - 0.14 l/m²
•	The indicated consumption values are average values and are therefore for guidance only. Exact consumption values may have to be determi-

ned on site.

Drying, curing, recoating time

•	Drying is delayed accordingly at high humidity and/or low temperatures. 
•	Dry and loadable after approx. 3-4 days
•	At +20°C air and substrate temperature and 65% relative humidity: can be recoated after approx. 6 hours

Colour shade

•	Limited tinting according to the STEICOsecure color fan - colors with the symbol circle; HBW greater than 30
•	Check the material before application to ensure that it matches the colour ordered
•	Slight colour deviations from previous deliveries are possible.
•	Only use deliveries with the same batch number on one surface
•	Different batches must be mixed before processing
•	Mechanical stress can damage the fillers in the material and thus lead to light-coloured markings.

Additional information

•	When using airless devices, care must be taken to ensure that the material can be transported easily (e.g. through sufficiently dimensioned 
suction nozzles or pipe bends of the device) with filled paints. 

•	Appearance = matt (mineral)
•	In unfavorable lighting conditions (grazing light), structures in the paint / plaster surface may temporarily become more visible.
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  Caption

other abbreviations

pal. Pallet

T&G Tongue and Groove

pac. Packaging

approx. Approximately

pcs. pieces

EUR Europe

Compliance

Responsible for content

STEICO SE

Otto-Lilienthal-Ring 30

85622 Feldkirchen

Germany

Web: www.steico.com

Mail: info@steico.com

Version: 2

Date:  2026-07-03

Liability disclaimer

The contents of this document have been compiled with the utmost care. However, applicable standards and regulations can change. STEICO 
accepts no liability for the accuracy, completeness and current applicability of the standards and regulations presented. Always check complian-
ce with standards and regulations and the suitability of our products for the specific intended use, and make any necessary adjustments during 
installation. 

STEICO accepts no responsibility for the completeness, accuracy or quality of information provided by third parties.

Regional document validity: EU*

*Additional Validity Information

The contents of this document have been prepared in consideration of European product standards and provide a general overview of compo-
nent structures, construction methods, and installation. Local applicable regulations have not been considered.

The most recent version of this document applies. This version can be found at:

http://www.steico.com/tds_interior_color_si_eur_en
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