technical data sheet

STEICOinterior render L

Interior multifunctional filler

Interior multifunctional filler for use in combination with STEICO wood fibre
insulation boards

« Multifunctional lime-based filler for bonding, reinforcing and coating STEICO wood fibre
insulation boards in interior areas

+ Interior multi-purpose filler for bonding, reinforcing and coating STEICO wood fibre insula-
tion boards

- Easy and smooth application

- Diffusion-open, supports safe constructions

« Absorbent, can help regulate indoor humidity

- Mould resistant thanks to the alkaline effect of lime

« Ideal in combination with STEICOinterior Color Sl silicate interior paint

 Mineral lime-based

Application area

fi

« As an adhesive and reinforcing smoothing compound for STEICO/n-
ternal

- For coating STEICO plaster base boards indoors

« For creative surface design on walls and ceilings

« For creating a mineral smoothing compound

Technical data

Reaction to fire A2-s1, dO

Water vapour diffusion resistance factor p <20

Mortar class P Il (DIN 18550-1/-2) / CS II (EN 998-1)
Solid mortar bulk density 1.20 g/cm?

Flexural tensile strength (28 days) 1.50 N/mm?

Compressive strength (28 days) 2.30 N/mm?

Dynamic modulus of elasticity (28 days) 2300.00 N/mm?

Water absorption WcO kg/m?

Thermal conductivity < 0,33 fur P=50 % / < 0,36 fur P=90% W/(m*K)
Yield 920 L/t

Processing time 20°C approx. 120 min min

Weight, packing and consumption

Weight/pal.  Consumption/m? Consumption/m?  Consumption/  Consumption/

Number/pal. . . I )
Colour shade Weight/pcs. [kg] ) reinforcement  m? finishing coat mm layer thick-
[pcs.] (approx.) [kal bonding [kg] kgl Ikg ness [kg/m?]
white 36 25.0 900 approx. 5,5 approx. 5,5 approx. 2 approx. 1,1
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Notes

Storage

« Store tightly closed and frost-free.

- Protect from heat and direct sunlight.

« Quality is guaranteed in the original container until the date indica-
ted by the printed batch number.

- Explanation of the batch number: Number 1 = end number of the
year, number 2 + 3 = calendar week Example: 5450013223 ; Sto-
rage period until the end of week 45 in 2025.

Ingredients

- White cement

« hydrated lime

« Polymer powder
« Mineral fillers

« Organic fillers

- Thickener

Disposal

- Waste product must be disposed of in accordance with local regula-
tions
« The dirty water from cleaning the tools must be disposed of properly

Processing

« Clean tools with water at regular periods during application and
immediately after use
- For reinforcement, use the STEICOmesh F system mesh

manually:
- stainless steel trowel

- notched trowel: 10 x 10 mm
- Trowel with toothed strip, triangular teeth: 10 mm

by machine:
= Mix the filler compound with a continuous mixer and then mix

again.

« The filler compound can be processed with a mixing pump (mixing
pump with post-mixer)

- Interruption of work during mechanical processing: maximum 15
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Occupational health and safety

« This product is a hazardous substance, observe the safety data sheet
- Wear a dust mask in case of high dust formation (mixing)

+ Use gloves when applying the compound

+ Observe hazardous substance labelling

- Observe the safety data sheet

« Protect eyes with safety goggles
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Installation

Substrate

« For finishing renders with a grain size below 2.0, the substrate evenness must be adapted to the planned finer surface finish, additional substra-
te levelling measures may be necessary.

- The substrate must be firm, dry, clean and load-bearing and free of sintered layers, efflorescence and separating agents.

+ Check existing coatings for load-bearing capacity. Remove coatings that are not load-bearing.

- Substrate pre-treatment with primer is recommended. (depending on the substrate)

- If necessary, remove substrates containing gypsum or apply intermediate coats with deep penetrating primer

« Pre-treat mold-infested surfaces or remove large areas and replace with new base coat

« Apply mineral primer STEICOsecure Base Coat to inclined / horizontal surfaces

Application temperature
- Lowest substrate and air temperature: +5°C / Upper substrate and air temperature: +30°C

General application

- Mixing ratio: 8.9 | water per 25 kg

- Working time at +20°C approx. 120 min

+ When preparing the material, prepare cold, clean water and add ready-mixed dry filler compound. Mix for approx. 2 minutes, then allow to
mature for approx. 3 minutes and then mix again for approx. 30 seconds.

= Only use material from one batch to coat one surface

+ Max. layer thickness 15 mm for single-layer application, e.g. as leveling compound

Bonding wood fiber insulation boards

« Apply STEICO/nterior Render L to the board surface with a trowel as a pressing or scratch coat

« Then use a notched trowel to apply the adhesive filler compound to the entire surface of the insulation board in the respective layer thickness
- Press or float the insulation boards immediately into the fresh adhesive layer and press on.

+ When using the buttering-floating bonding method: Apply to the insulation board and wall surface

- The full-surface bonding must cover at least 80% of the insulation board surface

- After drying, fix to the substrate with ETICS anchors.

« Observe the national rules and regulations and manufacturer’s instructions.

Use as a reinforcing layer

« On inclined / horizontal surfaces, the toothed filler must be allowed to dry until the surface of the toothing is stable

- Apply the STEICO/nterior Render L with a stainless steel trowel or notched trowel as a pressed/scratch coat

- First reinforcing layer thickness during application max. 6 mm.

« To ensure a uniform layer thickness, remove the product with a notched trowel

« Fill the dried toothed layer with STEICO/nterior Render L and embed the reinforcing mesh

= The mesh joints must overlap by at least 10 cm

- Diagonal reinforcement in the form of reinforcing arrows must be used at building openings

- Arrange the mesh in the upper reinforcement layer so that it is completely enclosed and covered by at least 2 - 3 mm of reinforcing compound.

+ Recommended average reinforcement layer thickness 4-6mm

« Any ridges and sintered layers in the reinforcing layer must be removed before applying the finishing plaster in order to achieve a uniform layer
thickness

Use as top coat

- Apply the filler compound after the surface of the reinforcing plaster has dried (approx. 12 hours) and again within 2 days in a layer thickness
of approx. 2-3 mm depending on the structure

- Allow the surface to set (matt) and then finish: Felting, brushing, free texturing, smoothing

- After complete drying, two coats of STEICO/nterior Color S/ white / tinted can be applied for color design

Drying, curing, recoating time

- Drying time depends on room temperature and relative humidity

« Protect mortar and surfaces from rapid dehydration and draughts; especially technical drying!

« Curing takes approx. 1 day/mm layer thickness depending on room climate conditions

- Recoat with STEICOinterior Color S/ after approx. 7 days at +20°C air and substrate temperature / layer thickness medium

Consumption
- The material consumption depends, among other things, on processing, substrate and consistency. The stated consumption values are average
values and are therefore for guidance only. Exact consumption values may have to be determined on site.
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Certificates and quality management

q

Caption
other abbreviations

pal. Pallet EUR Europe
T&G Tongue and Groove

pac. Packaging

approx. Approximately

pcs. pieces

Compliance

Responsible for content
STEICO SE
Otto-Lilienthal-Ring 30
85622 Feldkirchen
Germany

Web: www.steico.com

Mail: info@steico.com

Version: 3
Date: 2026-08-14

Liability disclaimer
The contents of this document have been compiled with the utmost care. However, applicable standards and regulations can change. STEICO

accepts no liability for the accuracy, completeness and current applicability of the standards and regulations presented. Always check complian-
ce with standards and regulations and the suitability of our products for the specific intended use, and make any necessary adjustments during
installation.

STEICO accepts no responsibility for the completeness, accuracy or quality of information provided by third parties.

Regional document validity: EU*

*Additional Validity Information
The contents of this document have been prepared in consideration of European product standards and provide a general overview of compo-
nent structures, construction methods, and installation. Local applicable regulations have not been considered.

The most recent version of this document applies. This version can be found at:

http://www.steico.com/tds_interior_render_|_eur_en
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