
STEICOsecure finishing profile

•	Plastic profile with plaster finishing edge and double-sided reinforcing mesh and trans-
parent drip edge 

•	For use in the STEICOsill Mineral sealing system
•	Integrated drip edge ensures reliable water drainage

Application area

•	For horizontal plaster connections, in ETICS
•	Component of the STEICOsill Mineral sealing system

Technical data

Colour white, transparent

Material plastic

Fabric material Glass fibre fabric

Forms of delivery

Delivery in handy boxes

Colour shade Length [mm] Number/pack. [pcs.] Metres/pack. [m]

white 1350 15 20,25

Notes

Storage

•	Dry, protect from UV radiation and moisture

Disposal

•	dispose with normal construction waste, observe applicable legal 
guidelines

Machining

•	With overlay shears or other tools suitable for cutting plastic

Occupational health and safety

•	Observe the safety data sheet
•	Wear safety goggles and work gloves when cutting to size
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STEICOsecure finishing profile

Installation

Substrate

•	Stable, even, dry substrate - free of substances that could impair adhesion (e.g. grease, dirt)
•	Unsafe substrates must be tested for load-bearing capacity and suitability for subsequent coatings. Create a test surface and check adhesion
•	Pre-fill any unevenness in the substrate

Setting the profile

•	Cut end profile to finished size
•	Pre-apply combination mortar to insulating material
•	Position the end profile horizontally, flush with the edge and aligned and, if necessary, fix it in the insulation material with plastic nails or plug-in 

connectors.
•	Fill the support leg with mortar and, if necessary, install additional fabric
•	Overlap the mesh with reinforcing mortar on the insulation surface
•	Apply mortar over the entire surface and level off at the profile edge
•	Remove the protective film from the transparent drip edge after finishing the plastering work

Certificates and quality management
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  Caption

other abbreviations

pal. Pallet

T&G Tongue and Groove

pac. Packaging

approx. Approximately

pcs. pieces

EUR Europe

Compliance

Responsible for content

STEICO SE

Otto-Lilienthal-Ring 30

85622 Feldkirchen

Germany

Web: www.steico.com

Mail: info@steico.com

Version: 2
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Liability disclaimer

The contents of this document have been compiled with the utmost care. However, applicable standards and regulations can change. STEICO 
accepts no liability for the accuracy, completeness and current applicability of the standards and regulations presented. Always check complian-
ce with standards and regulations and the suitability of our products for the specific intended use, and make any necessary adjustments during 
installation. 

STEICO accepts no responsibility for the completeness, accuracy or quality of information provided by third parties.

Regional document validity: EU*

*Additional Validity Information

The contents of this document have been prepared in consideration of European product standards and provide a general overview of compo-
nent structures, construction methods, and installation. Local applicable regulations have not been considered.

The most recent version of this document applies. This version can be found at:

www.steico.com/tds_steicosecure_abschlussprofilfb_eur_en
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