
Wood fibre insulation wedge
tri

Flanking insulation wedge for interior walls and ceilings

•	Protection against thermal bridges
•	Simple Installation
•	Can also be used as a flanking insulation wedge for interior insulation
•	Ecological, environmentally friendly and recyclable like wood and wood-based materials

Application area

•	Insulating wedge for the STEICOsill mineral system
•	Flank insulation for interior insulation

Technical data

Fire class (RTF) according to EN 13501-1 E

Permanent temperature range [°C] ≤ 100

Declared thermal conductivity [W/(m*K)] 0.045

Tilt [°] 5.00

Water vapour diffusion resistance factor µ 3

Compression strength [kPa] 200

Manufacturing process dry process / utilisation polyurethane resin for panel bonding

Ingredients wood fibre, polyurethane resin, paraffin

Bonded carbon [kg CO
2 equivalent./m3] (approx.) 260

Additional technical data

Thickness [mm] Thickness (drip edge) [mm] sd value [m]

25 8 0.06

30 8 0.06

Forms of delivery

Handy formats, e.g. for construction site assembly (edge shape)

Thickness [mm] Thickness (drip edge) [mm] Length [mm] Width [mm] Number/pack. [pcs.]

25 8 1350 200 10

30 8 1350 260 10
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Weight and packing

Handy formats, e.g. for construction site assembly (edge shape)

Thickness [mm]
Thickness (drip 

edge) [mm]
Length [mm] Width [mm] Weight/pcs. [kg] Weight/pack. [kg]

Packaging/pack. 
Paper/cardboard 

(approx.) [kg]

25 8 1350 200 1.2 15.00 0.90

30 8 1350 260 1.5 17.00 0.90

Notes

Storage

•	Store wood fibre insulation boards horizontally, flat and dry
•	Protect edges from damage
•	Only remove the foil packaging when the ambient climate is dry and

keep the pallet packing slip

Disposal

Waste cuttings:
•	Waste code according to 2014/955/EU: 03 01 05

Dismantling:
•	Waste code according to 2014/955/EU: 17 02 01

Cutting

•	The panels can be cut to size using a band saw, circular saw, jigsaw
and other wood-cutting tools.

Occupational health and safety

•	HSE guidance on the safe cutting of timber and the management of
wood dust should be followed

Building moisture

•	Dry air must be ensured inside the building during the construction
phase. 

•	Excess moisture caused by e.g. fresh screed, plaster, or paint must
be removed by ventilation

Installation

•	Please observe the processing instructions under the following link: https://www.steico.com/en/technical/installation
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Certificates and quality management

  Caption

other abbreviations

pal. Pallet

T&G Tongue and Groove

pac. Packaging

approx. Approximately

SE square edge

Pcs. Pieces

Responsible for content

STEICO UK Ltd

Unit 3 Eden Brae Business Park, Dunstable Road

Caddington LU1 4FF

Great Britain

Web: www.steico.com

Mail: info@steico.com

Version: 1

Date: 2025-05-12

The contents of this document have been prepared with the utmost care. However, applicable regulations can change. STEICO accepts no liability 
for the accuracy, completeness, or current applicability of the content. Application areas may vary in the detailing. Always verify the suitability of 
our products for the specific intended use.

This document is valid in the following countries:

United Kingdom, Republic of Ireland

The currently valid version can be found at: www.steico.com/tds_steicotri_gbr-irl_en
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